




MAX-E increases your personal mobility tremendously. 
This begins with its easy installation done by simply 
hooking the compact drive unit and the convenient 
battery pack onto your wheelchair. Because of 
the pneumatic engagement of the drive unit your 
wheelchair is ready to use, quickly and safely, even if 
your physical mobility is impaired.

MAX-E features two powerful electric motors that 
receive their energy from strong batteries. The 
battery pack is located in a bag underneath the seat 
of your wheelchair. 

The direct power transmission takes place by means of 
two pinions which engage a toothed ring attached to the 
wheels of your wheelchair.  The pinions are engaged 
pneumatically so that you can change from motorized 
to manual operation and back at all times. In other 
words, MAX-E makes a light weight, fully functioning, 
powered wheelchair out of your manual one while 
keeping all advantages of a manual wheelchair!

Thanks to the „Silent Power Technology„ MAX-E can 
be operated with almost no sound. Due to its modular 
concept, the MAX-E can be instantly upgraded to a 
perfect pushing and braking aid. Existing parts such as 
the bracket, wheels, anti-tilt supports, charger, battery 
pack, power cable and battery bag can be re-used.

QUIET . SIMPLE . FLEXIBLE — 
CONVINCING TECHNOLOGY IN A TRENDY & SLIM DESIGN
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CONVINCING TECHNOLOGY IN A TRENDY & SLIM DESIGN

DYNAMIC & PRECISE

Whether indoor or outdoor - the MAX-E supports 

you perfectly in every situation and environment.



Accessories for the control unit SERVO L SOLO L SOLO B SOLO+ MAX-E

Soft ball - • • •

Special fi xture for quadriplegics - • • •

Ball 40/50 mm - • • •

Palm control - • • •

Installing the therapy table - • • •

Holding device for the attendant‘s control unit - • • •

Attendant‘s control unit SmartControl - • • -

Accessories for the wheelchair

Anti-tilt support • • • •

Brackets for the wheelchair • • • •

Spoke protection • • • •

Swivel arm - • • •

Battery pack
Lithium ion • • - • -

Lead acid - - • - •

Further accessories on request.



The add-on kits of AAT concide with 
the guidelines of the European Union 
2006/42/EG, 2007/47/EG and 93/42/EG.  

Technical data SERVO L SOLO L SOLO B SOLO+ MAX-E

Total weight approved (1) 200 kg (person, wheelchair, SERVO) 210 kg (person, wheelchair,  SOLO) 250 kg (person, wheelchair, SOLO+) 200 kg (person, wheelchair, MAX-E)

Max. weight of the person 153 kg 165 kg 160 kg 205 kg 159 kg

Possible wheel sizes 24“ 24“ 24“ 20 and 24“

Speed forward | backward supports up to  6 km/h | 3 km/h adjustable 6 km/h | 3 km/h adjustable 6 km/h | 3 km/h adjustable 6 km/h | 3 km/h

Range with one charge of the batteries (2) up to 55 km up to 35 km up to 25 km up to 15 km up to 16 km

Braking-/climbing capacity (3) up to 20 % up to 20 % (4) up to 20 % (4) up to 20 %

Batterie technology lithium ion lithium ion lead acid lead acid lead acid

Batteries 28.8 V / 16 Ah 28.8 V / 16 Ah 24 V / 16 Ah 28.8 V / 16 Ah 2 x 12 V / 16 Ah

Direct current motor 2 x 28.8 V / 70 W 2 x 28.8 V / 150 W 2 x 28.8 V / 150 W 24 V / 130 W

Weight, powered wheels 10.1 kg each 9.3 kg each 9.3 kg each -

Weight, drive unit - - - 9.0 kg

Weight, batteries 4.2 kg 4.2 kg 9.4 kg 4.2 kg 10.1 kg

Weight, control unit - 0.5 kg 0.5 kg 0.5 kg

Weight, bag for battery pack 0.2 kg

Weight, interface incl. cables 0.8 kg 0.7 kg 0.7 kg 0.3 kg

Total weight 26.4 kg 24.2 kg 29.4 kg 24.2 kg 20.1 kg

(1) Please note the manufacturer’s stipulations for the maximum load.

(2) According to ISO 7176-4, the range depends on the person’s weight, the underground, the territory, the temperature, etc.

(3) The Braking - / climbing capacity also depends on the person‘s weight, underground, the territory, the temperature, etc.

(4) At an approved weight of 120 kg.

In the interest of progress we reserve the right for technical changes

Additional technical information as well as notes and tips can be found in the product-specific user manual. 

The user manuals are available for free download on our homepage www.aat-online.de.





 Spare parts

 Repairs processing

 Technical advice

 Product seminars

 Show room or exhibition devices

 Re-use

 Complaints

 Loaner devices

With our professional service concept AAT proves 
once again its high claim of quality and offers his 
clients an all-inclusive package. 

We are there for you!

SERVICE-CENTER

Phone: +49.7431.12 95-550
Fax: +49.7431.12 95-540
E-Mail: service@aat-online.de

AAT service concept
customer service at the highest stage



AAT Alber Antriebstechnik GmbH 
Postfach 10 05 60 · D-72426 Albstadt

Phone: +49.74 31.12 95-0 · Fax: 12 95-35 
info@aat-online.de · www.aat-online.de

Groundbreaking, due to innovative technology —  

add-on kits of AAT convince on all counts 

At AAT it is our goal to provide you 
with more mobility and independence 
by means of intelligent solutions. Our  
add-on kits are proof of this philosophy  
exhibiting all our know-how and  
expertise based on long-standing  

experience in developing powered  
systems for wheelchairs. Benefit from  
our know-how with an add-on kit for your 
wheelchair that can offer you numerous 
advantages.
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This brochure can also be displayed in big letters for easier readability. It is available for free download at www.aat-online.de.
 In addition, you will find product-specific user manuals with more technical data and further information on our homepage. 


